
Richards Industrials

64-00 (Pressure Reducing and Back Pressure Regulating Valves)

X Both CIP and COP. List Model Number(s):
Steriflow brand FB5C-XXX-6L/AY-AZ-(EE or TY)-AQ-(EP or JL)-AA,
FB6C-XXX-6L/AY-AZ-(EE or TY)-AQ-(EP or JL)-AA
S5C-XXX-6L/AY-AZ-(EE or TY)-AQ-(EP or JL)-AA, and
S6C-XXX-6L/A Y-AZ-(EE or-TY)-AQ-(EP or JL)-AA where "X" defines size
options; "Y" defines flow rate options; "Z" also defines the valve seat as well as flow rate options;
and "Q" defines pressure ranges. These models also include integral as well as welded fittings.

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

CERTIFICATE AUTHORIZATION NUMBER: 3696ISSUE DATE: February 27, 2019

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

3170 Wasson Rd., Cincinnati, OH 45209 

Number 64-00

December 31, 2024

February 2029

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


